
Colors are intended as a guide only and may vary from actual tile. Sizes listed are nominal. Please check samples before making final 
selection and to get actual dimensions for layout. See reverse side for additional product information.

From Grazia (27I)

The Maison series features craquele glazes in four colors. With two sizes in plain field tile, 8 x 8 
and 4 x 8, plus two structured pattern option in 8 x 8, the design possibilities are endless. The 
structured field can be used in entire areas, or it can be combined with the plain field tile as a 
feature or accent. It is suitable for residential and commercial interior wall applications.

8 x 8 Blanc
(GAMN1/88)

8 x 8 Argent
(GAMN3/88)

8 x 8 Noix
(GAMN4/88)

8 x 8 Ivoire
(GAMN2/88)

4 x 8 Blanc
(GAMN1/48)

4 x 8 Argent
(GAMN3/48)

4 x 8 Noix
(GAMN4/48)

4 x 8 Ivoire
(GAMN2/48)



Sizes (Non-Rectified) Colors

Moldings

4 X 8 GAMN-/48
8 X 8 GAMN-/88

GAMN1  Blanc (White)
GAMN2  Ivoire (Ivory)
GAMN3  Argent (Silver)
GAMN4  Noix (Noce)

USE • INSTALLATION

It is important to work with the layout, mixing pieces within each carton and pulling from several cartons, to 
get the proper blend during installation. Expect variation within each production and from production to 
production. Due to the different production techniques and times, expect variation in size and color be-
tween field and trim. The craquele (crazing) effect is due to natural stresses in the glaze and external factors; 
craquele occurs before, during and after installation. You will not only see the visual craquele, but also hear 
a slight popping noise as the crazing occurs. As with all craquele products, the craquele finish will allow mois-
ture to penetrate and can pick up pigments from colored grouts. For general protection, the tile should be 
sealed before grouting and re-sealed periodically. 

Maison is intended for interior walls. If installing with a cement-based adhesive, it is recommended to use a 
flexible setting material. All substrates should be properly reinforced to be sure there is no movement. Wood 
studs need to be dry and properly braced with a minimum depth of 3 1/2”. For mortar installations, the mor-
tar bed has to be cured (less than 2% humidity) and has to have proper reinforcement.

TSGAMN/161024

Structured Fields

8 x 8 Marais  GAMN-/88M
8 x 8 Pigalle  GAMN-/88P

8 x 8 Marais 
(GAMN1/88M)

8 x 8 Marais 
(GAMN2/88M)

8 x 8 Marais 
(GAMN3/88M)

8 x 8 Marais 
(GAMN4/88M)

8 x 8 Pigalle
(GAMN1/88P)

8 x 8 Pigalle
(GAMN2/88P)

8 x 8 Pigalle
(GAMN3/88P)

8 x 8 Pigalle
(GAMN4/88P)

2.5 x 8 Finale
(GAMN-/38FE)

Not Shown: ½ x 8 Surface Bullnose (GAMN-/18SBN)
8” Quarter Round (GAMN-/A108)
Beak (GAMN-/AC108)

1 x 8 Tondo
(GAMN-/18TO)

8 x 8 Zoccolo
(GAMN-/88ZO)

Angolo Zoccolo
(GAMN-/18ZOA)

Angolo Finale 
(GAMN-/13FEA)

8 X 8
GAMN-/88

4 X 8
GAMN-/48


