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Colors are intended as a guide only and may vary from actual tile.  Please check tile samples before making final selections. See 
reverse side for product information.

12 x 24 24 x 24 24 x 48

(36D)

Lamiera

Lamiera was inspired by the contemporary urban context and architectural trends of today. The colored-body Italian 
glazed porcelain series was created to evoke an atmosphere which is warm and stylish, yet powerful and trend-set-
ting. Surfaces are reinvented with a material that has the look of sheet metal that shows the effects of time, trans-
forming simplicity into an opportunity for expression. The metallic look is achieved without adding real metals to 
the glaze so it retains all the advantages of glazed porcelain.

Tobacco (Copper)

Grigio (Pewter)

LAFAENZA
CERAMICA



Sizes 

Colors

Trim

FALMGO Grigio (Pewter)
FALMTO Tobacco (Copper)

TSFALM/150806

12 x 24 FALM--/1224
24 x 24  FALM--/2424
24 x 48 FALM--/2448

12 x 24 FALM--L/1224 • We are not able to ship 24 x 48 tile orders the same day as 
placed due to the special packing required to prepare this 
large size format. There are special setting requirements 
and materials for large format tiles. Please refer to the TCNA 
Handbook and guidelines by your mortar manufacturer for 
more information.

Suitable for residential and light to medium duty commercial applications.

Rectified • Natural Finish (Matte)

Rectified • Lappato Finish (Semi-Polished)

Available in both colors in the Natural finish only.

The Surface Bullnose is made from field tile that is cut, ground and reglazed.

Most Italian manufactures recommend a maximum offset of 8” (20cm) on all large 
format tiles when setting large format tiles, ANSI A 108.2 Section 4.3.8.

FALM--/SBN 4 x 24 Surface Bullnose

Physical Characteristics - Usage 

Installation Information

The Dynamic Coefficient of Friction is a general guide only. Testing may 
vary with different production runs and with different testing labs. As noted 
in the American with Disabilities Act (ADA) the coefficient of friction varies 
considerably due to facts not under the control of entities such as the 
manufacturers and distributors. These factors include, but are not limited 
to, contaminants, slope of terrain, drainage conditions, adjacent surfaces, 
etc. Suitability for any installation can only be determined by a site 
examination of all conditions that could affect the slip resistance of the tile 
being installed. Continual cleaning and maintenance must be performed 
once the tile has been installed. For more information see our current 
handout Americans with Disabilities Act and Slip Resistance of Tile.

ECO
MANAGEMENT
AUDIT SCHEME

10545-3

10545-12

DIN51130

Water 
Absorption

Frost Resistance

Slip Resistance

<0.5%

R10

Conforms
BOT 3000

STANDARD ANSI
A137.1:2012

ASTM-C1028

Dymamic Coefficient 
of Friction

COF

12 x 24 24 x 24 • 24 x 48

Green Building
Council of Italy

Wet ≥ 0.60
Dry  ≥ 0.60

Resistant

•

24 x 24 FALM-L/2424
24 x 48 FALM-L/2448

Lappato Finish (Semi-Polished)

Non-Stock Sizes - Rectified
Non-stock sizes are subject to minimum order quantities. 


